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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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Indian Standard ( Reaffirmed 2006 ) 

SPECIFICATION FOR BOLSTER PLATES FOR GAP FRAME 
PRESSES WITHOUT DIE CUSHION 



1. Scope — Covers dimensions and requirements for bolster plates used for one-point gap frame 
presses without die cushion. 

2. Dimensions 
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3. Designation — A bolster plate of nominal size 500 x 315 mm shall be designated as: 

Bolster Plate 500 x 315 IS : 7706 

4- Material — Steel of St 42 grade of IS: 226-1969 'Specification for structural steel (standard 
quality) (fourth revision ) \ The use of cast iron of grade 20 of IS : 210-1970 ' Specification for grey 
Iron castings ( secorxl revision ) ' is optional. 

5. Marking — Shall be marked at an appropriate place with the nominal size and the manufacturer's 
name or trade-marl^, 

5.1 ISl Certification Marl^ing — Details available with the Indian Standards Institution. 
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